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The CHANDRA X-Ray Observatory: Thermal Design,
Verltication, and Early Orblt Experience

ABSTRACT

The CHANDRA X-ray Observatory (formerly AXAF), one
of NASA's “Great Observatories” was launched aboard
the Shuttle in July 1999, CHANDRA comprises &
grazing-Incidence X-ray telescope of unprecedanted
focal- langth, collecting area and angular resolution —
better than two orders of magnitude improvement in
imaging performance over any previous soft X-ray (0.1-
10 keV) mission. Two focal-plane instruments, one with a
150°K passively-cooled detector, provide celestial X-ray
images and spectra.

Thermal control of CHANDRA includes active systems
for the telescops mirror and environment and the optical
bench, and largely passive systems for the focal plane
instruments. Performance testing of these thermal
control systems raquired 1-1/2 years at increasing lovels
of integration, culminating in thermal-balance testing of
the fully-configured observatory durlng the summer of
1998. This paper outlines details of thermal design
tradeoffs and methods for both the Observatory and the
two focal-plane instruments, the thermal verification
philosophy of the Chandra pragram (what to test and at
what level), and summarizes the resuits of the
Instrument, optical system and observatory testing.
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INTRODUCTION

The Chandra X-ray Observatory is a large space-based
imaging and spectroscopy misslon, one of NASA's four
“Great Observatories”. Figure 1 illustrates the major
slemants of the Chandra experiment system, Including
the High-Resolution Mirror Agsembly (HRMA), the optical
bench, the Sclence Instrument Module containing the
two focal-plane instruments, and the spececralt service
module. Chandra was launched In July 1988 Into a high
alliptical orbit of 10000km perigee, so that eclipses of an
hour or two are the princlpal earth Influance. An aperture
ghade allows pointing from the anti-sun vector 10 within
45° of the sun. Roll about the viewing axis is restricted 50
that only one side faces the sun; a cold radiator for one
of the X-ray cameras Is located on the opposite slde.
Thermal control Is primarily active, with multiplo heater
zones on critical structure within a shroud of MLI. The
exception I8 the SIM, passively controlled  with
supplemental heaters for low-temperature protection,
with most external surfacas gerving as thermal radlators
for the high internal dissipation. The active control
gystem |8 computar-driven, with all zones operating as
thermostats, sampled and switched in an aight-second

.. .1otation (two secongds for some critical zonea). All.control

parameters, especially set points and deadbands, can be
changed on-orbit by a telemetered data modification.

optical bench

sclence instrument module

Pigure 1: Elements of the Chandra X-ray Observatory
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HIGH-RESOLUTION MIRROR ASSEMBLY

The mirror agsembly is the most critical element of any

X-ray lalescope from the standpoint of thermal control. -

The Wolter Type | opticat system, common to most high-
resolution X-réy taiescopes, fs based on a pair of nearly-
cylindrical parabolic and hyperbolic reflactors {Figure 2).
Co-alignmant of the two elements lIs critical, as Is
malintaining a distortion-free surtace figure. To increase
the collecting area, multiple mirror pairs of differant
diameters are commonly nested, as shown. These
mirrorg are nearly-cylindrical glass-ceramic shells aboul
1.5cm thick, and ranging in size from 0.64m to 1.22m,
the largest optica of this type ever made. Thermal design
is driven by the need for thermal isolation at the
structural mounting interface and through the electrical
harness, the necessity for radiatlve Isolation to minimize
eflects of nearby surfaces and the space environment,
and the nead to minimize heat flow from mirror apertures
while maintaining an unrestricted opening for incoming
X-rays. A slgnificant challenge in mesting these
requirements is to provide a structural and thermal
environment on-orblt that does not significantly degrade
the imaging performance of the optics, yat allows them to
survive the rigors of ground calibration and launch.
Surface distortions on the order of 0.01 microns can
degrade imaging, resulting in the difflcult requirement of
a stiff support structure that does not transmit significant
forces to the optics.

The thermal design design approach was balance of the
active thermal control requirements and a reasonably
athermalized structural design for the HRMA. This was
achieved using near-zero expansivity matertals in the
deslgn where critical, balancing these with stable
structural materialg, since overalt welght Is also an lssue

X-fay antrance forwand sperture
apartrss plais (beaten)
/ peecollimatar \ paraboloid
plaiay mirrors (4)

In any space-based structure. Active control reglons
ware provided at the structural mounts and major
radiative interfaces. The large optical aperture, iocated
very near the entrance aperture of the telescope,
subjects the optics to direct exposure to space and the

- potential 4or thermal gradient distortion. This aspect ot

the design Is a significant challenge, dealt with In the
Chandra telescope, as In several previous X-ray
missions, by the use of a “thermal precollimator,”(1] &
configuration of “tubes” formed by aperture siots In a
stacked assembly of flat, low-conduction baffle plates.
These plates limit the field of view to space of the optical
elements In both X-rays and thermal radiation. The two
innermost baffle plates are heated so that the heat loss
to space is primarily from the pracollimator rather than
the optical cavity. A similar structure on the aft end of
the HRMA limits radiative loss to the optical bench
portion of the teleacope, which ls maintalned at a lower
temperature than -the HRMA itsell. Finally, an
intermediate cavity surrounds the outer diameter of the
HRMA and Is malintained at a reasonably constant
temperature, limiting the effect of the changes In external
anvironment (e.g., teleacope repointing) on the optics.

Thermal control requirements were derlved from an
Imaging error budgot, combined with thermaelastic
models of critical assemblies and raytrace models for
imaging performance.[2] Image sansitivities to bulk
temperature and thermal gradlents were derived using a
detalled thermoelastic model, For example, sensitivity to
a thermal gradient across the HRMA dlametar was found
to be almosat 0.7 arcsec/°C, about thirty times that to
either radial or axlal gradients, leading to a limit of 0.3°C
for dlametral gradients and less-stringent requirements
for othars.
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Figure 2: Chandra High Resolution Mirror Assembly
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OPTICAL BENCH ASSEMBLY

The exit aperture of the HRMA and its "post-collimator”
views the inside of the tubular section of the telescops,
the Optlcal Bench Assembly (OBA). This is an MLI-
covered graphite-fiber reinforced cyanate ester (GFRE)
tube with a multl-zane heater system designed to
maintain the structure al 10°C. The outer layer of the
MLI is silver-Teflon, which for most of the mission will
have & surface temperature lower than the internal
design temperature even In direct sun, providing the
desirad cold-blas for thermal control. Reasonably tight
thermal control is required for the OBA to minimize
motions of the focal plane detectors relative to the
telescope focus, and to present a constant thermal
anvironment to the exit aperture of the HRMA. The
axternal thermal anvironment is the principal challenge to
malntalning the desired control, since mission pointing
allows attitudes from direct sun on one side to sun on the
aft and of the spacecraft, where the OBA Is completely
shaded.

Thermal Skirt -
{Optical Bench
interface Clossout)

; Cptoal Bench

Figure 3: Chandra Scisnce Instrument Module
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THE S8CIENCE INSTRUMENT MODULE

The science instrument module supports the two X-ray
cameras and assoclated equipment, provides them
mechanical and thermal protection, and translates each
to the position of best focus of the HRMA, both axlally
and laterally.” For high stiffness, minimum weight and
mechanlcal stability, the SIM is a GFRE structure. It
conslsts of three major assemblies (Figure 3); the focus
structure, the translation table, and the Instrument
equipment cover. Additional equipment, primarlly f{or
tharmal protection and light shielding, include the thermal
gkirt surrounding the focus structure, the contamination
and stray light shleld, and a lightwelght solar shield for
the primary solar facing surface.

The focus structure provides the mechanical interface of
the SIM to the optical bench, and contains the two SIM
mechanlsms. The translation mechanism consists of
suppont rails for the translation table, and a motor and
jend screw to move the X-ray cameras laterally to select
one for observation. The focus
mechanism moves the entlre SIM
assembly axlally to adjust camera
Bolar’ position for best focus. This assembly is
Bhisld the most thermally sensitive of all,
because the two machanlems contaln
metalllc rails and linkages, whose thermal
expansivity is large compared to that of
the graphlte fiber structure. Changes In
temperature or unwanted solar absorption
can produce mechanical instabillty
because of differential expansion. The
structure Is protected by MLI supported
by a thermal skirt overlapping the end of
the optical bench, and lta temperature s
maintained primarily by a radiation
balance, supplemented by low-
tamperature heater protection.

The translation table 13 the Integrating
structurs for the two cameras, associated
electronics boxes and the CCD camara's
cold radlator. its moderate-conductance
GFRE structure maintains low distortion
of the mount positions even in the
presence of large thermal gradients. lts
exposaed surfaces are protected by
thermal control coatings. ’

Each of the two X-ray cameras consists

of a central detector housing flanked in by
\ elactronice boxes on either side. The
\ detector housings are elther passive or
have a small amount of active control.
The cameras are thermally Isolated from
one ancther, and tharmal conduction into
the translation table 18 a minor factor.
Most of the electronica disslpation ls
radlated to the immediately-adjacent
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cover, as is also the case with a supplemental
olectronics box. Low-temperature protection, especlally
for the non-aperating case, is provided by a solid-state or
meachanical thermostats and heaters on the most critical
camera structure

The SIM cover protacts the cameras from the space
anvironment and provides thermal radiator surfaces for
their control. The inside of the lateral panels is the
radlative sink for the camera electronics assemblies, and
the Z-93-coated outside surfaces constituta the space
radiators, A sun shield protects the side most exposed
to the sun, and the large back surtace is a combination
of white palnt and OSRs for long-term stability. The
shades for the cold radiator, which always faces away
from the sun, are protactad with MLI on the back side,
and with OSRs on the sun-facing panels to prevent
diffuse scattering onto the adjacent radlators. The inside
pansls adjacent to the cold radiator bear a apecular VDA
coating to improve its vlew to space. One concern tor
the completely passive design was the integrity of
portions of the box away from heat sources. Because
the box is filled with equipment the radiation paths are
relatively short and the structure conductance Is low, and
there was concern about certaln reglons falling below
qualification tamperature.

The thermal anvironment for the SIM is relatively stable,
except tor different incident sun angles. In a highly
elliptical orbit of 10,000km periges, Chandra as a whale
is litle-affacted by the earth except for occasional
eclipses, and the allowed range of observing targets
keeps the sun primarlly on one side and the back of the
SIM. However, the cold radlator ls affected by facing the
sarth in certain seasons. Occasional roll mansuvers that
expose ona radiator to the sun are of short duration. The
carefully-designed passive thermal balance has kept
both camaras a! the low end of their allowed tamperature
range for the first miasion year, and there is considerable
margin for temperature increase as the external coalings
degrade slowly.

VERIFICATION

Verificaticn of the many items of equipment and

slements of thermal design for Chandra was dictated and

constrained by numerous factors:

« percelved need to verify formally each supplier
product before acceptance for upward integration

« large size of many of the components, which would

require large and expensive test facilities

» extremely stringert-cantamination-controt restrictions
on the HRMA, and therefore on other slements

allowable deviation of temperature ¢r heat flow

criticallty of the thermal elemant to migsion sUCCESS

use of active or passive thermal control

incompatibility of hoVcold cases for some equipment
with others that were more restrictive

s difflculty of simulating thermal interface conditions

s @ L [ ]
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HRMA optical performance waa the most missgion-critical
element, followed by the SIM and X-ray cameras, the
optical bench, the shell surrounding the HRMA, and the
spacacraft equipment module. Unfortunately, the HAMA
was also the mos! consirained by small allowable
temperature daviation and contamination control. The
mirrors could not be cleaned, even ot dust, after
assembly. Sclence performance was calibrated with
open apertures only once, In a clean NASA X-ray test
facliity, but this could not be combined with a full space-
environment simulation test for the front aperture
because of size, complexity, and schedule constraints.
The precollimator was the most important element in
HRMA thermal control, and verlfication focused on an
extremely detailed thermal madel of the precollimator,
confirmed by an early test of a full-size enginearing
model.[1] The calibration test conflrmed the structural
mount and exit aperture heat flows, but the HRMA would
never be exposed to a complete thermal test
environment. The contamination covers remained closed
even In the spacecraft thermal teat. The first full conflrm-
ation of therma! performance occurred after launch,
when the door covering the aperture was opened.

The spacecraft equipment module la thermally the laast
¢critical of the five. It s actively controlled with supple-
mental heatars for low-temperature protection. it la also
contains much of the spacecraft migslon aquipment and
provides local radlator area for concentrated heat
sources. Verification of tharmal deslgn was accom-
plished by an analytical model, and confirmed in the final
payload test. All internal equipment had been
individually tested at the component level over the
predicted temperature range plus hot and cold margins.

The optical bench assembly is primarily critical in
pracisely positioning the Instruments with respact to the
HRMA. Active thermal control and low axpanslvity both
contribute to position stabllity, and partial failure of the
tharmal contrel system would have affected only
observing time. lts thermal design was therefore verified
analytically, and control power marging were confirmed
during the payload test.

The SIM assembly was the most complex of the five In
ite thermal veriflcation. With the oxception of a few
thermostat zones to maintain temperatures above cold
limits, its control is completely passive. Different external
surfaces are exposed to the sun over 135 degrees of
pointing maneuvers, and simulating thase external gun
gnvironments, while maintaining a simulated deep-space

. sinkdor the .GCDB.X~ay camera's .cold radiator and light

shade, was a test challenge. The two X-ray cameras and
assoclated equipment have allowable operating ranges
of about £20°C, but the most likely mission conditions
weare known to be biased to the low end of the range.
The cameras are primarlly radiation-coupled to the Inside
of the cover, and one raquired trimming of its radiating
surface to blas it corractly within the operating range.
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SIM thermal verification included both extensive thermal
modeling and testing. The two cameras and associated
equipment were supported by detailed thermal models,
reduced versions of which were incorporated in the
overall SIM thermal model. In an iterative process, the
cameras were provided with boundary conditions tor
detalled temperature predictions and thermal design
adjustment as needed. Updated results were ted back to
the SIM design and model, and updated boundary
conditions prepared. An engineering model of the
cryogenic portion of the CCD camera was tested, and
the thermal design and model modified accordingly.
Because camera temperature control was the
responsibility of the SIM, detalled thermal balance tests
were not performed. Howsever, the two camera thermal-
vacuum tests were conducted with simulated SIM
boundary conditions, and the high-resolution camera
was tested again during the HRMA X-ray callbration,
providing Information 10 adjust both the thermal models
and the radiating surface area.

Varification of the SIM with dummy camaras before its
acceptance for further Integration was origlnally planned,
but schedule pressures dictated that the first test of the
integrated assembly be performed with flight camaras.
Two thermal-vacuum and thermal-balance tests were
cormpleted with the integrated SIM assembly. The final
SIM thermal test was accompliished after payload
integration in the final payload thermal-balance test,
although over a restricted temperature range.

HRMA MODELING AND PRECOLLIMATOR TEST

A thermal analytical model of the AXAF HRMA In lts flight
configuration was created in NASTRAN. This model was
generated with the structural model in mind to facilitate
later “mapping” of temperatures from the thermal ta the
structural model. Bscause the structural model is used
for optical perfoimance pradictions, and thermal 16ad
cases are among the mast important of the imposed
anvironmaents, the NASTRAN finite element temperature
solutlons could bo transferred directly into mechanical
distortion  calculations and  aoptical  performance
predictions. To represent properly the specular radiative
networks (which dominate the mirror agsembly and pre-
and postcoliimators), an Independent 3000-surface
radiation model was developed using NEVADA. These
two models were integrated by combining the radiation
and conduction matrices in the NASTRAN data file,
which solved the combined matrix using finite element
methods.

A rigorous thermal precollimator test was parformed to
obtain an accurate power balance to validate the
Chandra HRMA thermal model, and to varily the ability to
control the precollimator and forward HRMA structure to
the required get points. The precollimator and forward
portion of the HRMA structure were identical to the flight
atructuras with the exception of the baffie plate aperture
sizes. All MLI blankets required for the thermal test were

60-00°d

manufactured using llight-like procedures and materials
throughout. Test results showed this to be an impontant
parameter in testmodsl correlation. All aspecls of the
HRAMA tharmal environment were simulated, including

the forward “thermal enciosure, the optical bench

assembly aft of the HRMA, and other pottions of the
HRMA. A cryogenic shroud simulated deep space.

A separate test analysis model was conatructed from a
subsection of the Hight HRMA thermal analysis model,
modified to incorporate the as-tested precollimator
aperture sizes and the actual test configuration, Including
all boundary conditions. After veritylng and modifying
this test analysis model, the flight thermal model was
corrected to predict flight temperatures and heater power
requirements. The calorimetric test ylelded power and
temperature measurements for a range of set points
about the nominal.

Results showed that the measured test power values
were always less than those predicted through analysis.
This verifled that the tharmal models gave conservative
power predictions. Post-test model checks showed MLI
affective emittance to be an important correlation
parameter. Eftective emittance for the lest MLI was
found to be 0.003, in contrast to the 0.02 used in earlier
models: 0.005 was used for subsequent models. Finally,
the AXAF precoliimator was shown to reduce the overall
HRMA apertura-face heat logs from 138 watt to 47 wal,
roughly a factor of three. These resuits guided revision of
the thermal model used for tiight predictions, which
became the main thermal system verification tool for the
remalinder of the program.

After HRMA assembly and alignment, its X-ray focusing
performance was lested in a 600-meter X-Ray
Calibration Facility. The thermal-vacuum test environ-
ment for the HRMA mounts, outer cylinder, and aft
neater zones ~was fight-tike &t 10C. However, no
simulated space environment was used for the aperture
and; forward heater zone power correlations were made
through extrapolation. All zones met requirements and
displayed satisfactory control, confirming the aft flight
colllmator daesign (and precollimator, by similarity).

SIM THERMAL TEST PROGRAM

The SIM was tested as a fully-integrated flight structure
in a combined thermal-vacuum and thermal-balance test
program. The space environment was simulated by
cryogenic test chamber walls, with solar fluxes simulated
by Infrared panels for two surfaces of the cover. A
separate cryogenic sink was provided for the cold
radlator. The optical bench thermal interface to the focus
structure was simulated by a congtant-temperature plate.
Accurate simulation was more difficult than usual
because of the requirement for translating the instrument
compartment during the functional portion of the test.
This required additional fixtures and clearances between
the flight hardware and ground support equipment.
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This SIM-leve! test was the primary verification for the
passive thermal control system for the module. Only at
this test level would it be possible to produce the hot and
cold design cases and the transition to the cold powaer-off
case that could not be simulated after integration with the

complete payload.” "This test also prévided the primary -

verification for thermal control of the two X-ray cameras,
because their operating environment was detarmined by
SIM conditions.

The test program was quite successtul in varifying the
thermal control system. A few external temperatures
were beyond acceptable limits, and portions of the MLI
needed adjustiment. The Z-93 thermal control coating did
not allow secure fastening of test-only sensors to the
radiator surfaces, making verification measurements for
radlator performance quite difficult. However, the test
results not only showed acceptable operating conditions
for both sclence instruments, but also allowed adequate
verilication of the detailed SIM thermal model.

The final SIM thermal verltication was accomplished
during the fully integrated payload thermal test. Thera
was no solar simulation — heater panels simulated the
predicted on-orbit incidant fluxes. Boundary conditions
were less stringent than the SiM-only test, but two
difficulties were encounterad during its course. A critical
expariment door failed to open under vacuum conditions,
and some of the S5IM low-temperature heaters waere
observed to be inoperative.

Inspection following the test showed that the faulty
heaters had failed because ¢! overtemperature.
Concerned over differential expansion between the
heaters and GFRE substrate had led to mounting them
with a compliant urethane material about 0.5 mm in
thickness rather than conventional bonding diractly to the
SIM surface. The additional thermal impedance of the
compliant layer had not been accounted for and,
combinad with the unexpected capabllity tc operate botn
primary and redundant circuits simultaneously, produced
unacceptably high power densities and tempearatures ina
few heaters. Replacement healers wers bonded in a
conventional manner. Repalrs for the falled heaters were
varitled later in a separate est.

INTEGRATED OBSERVATORY TEST

The Observatory thermal test was the first test of the
thermal interfaces of the payload's mejor elements, and
of the integrated suite of components, especlally In the
criticat vicinity of the HRMA. For the telescope thermal
control hardware, it was the first thermal balance test. All
payload flight hardware was present except for the solar
arrays, and the HRMA contamination covers were closed
for protection, as previously noted, so that heat loss
through the apertures was not flight-like. Environmental
loads for the sun-facing surfaces were simulated by
heater panels, as noled earllior,

6074074

Mot, cold and survival-case condltions were tested,
veritying the capability of the tharmal ¢ontrol system to
perform its functions properly with demonstrated margin.
The primary focus was on power marging in the control
system since most of the Observatory was actively

controlted. Thermal balance Informatlon aiso supported

an update of the comprehenslve thermal model, allowing
corrected flight predictions for the final mission.

Results for the systems that had besen tested previously
showed no surprises, demonstrating that the additional
equipment present in the flight system had negligible
effact on thermal control. Power levels for the HRMA
wera about 20% lower than predicted for test conditions,
still within the region of positive control. Science
instrument temperatures waere nominal at the low end of
the acceptable range, allowing plenty of margin for
increases as coatings degrade during the misslon.

The optical bench assembly showed the largest
deviation from predictions. Dominated by the
performance of the MLI, it had been modeled conserv-
atively, and cold-case test power levels were less than
halt what had been predicted. Post-test model correlation
derived an effective emittance of 0.0045 for the large
conlcal blanket segmants, where particular attention had
been directed to maintalning plenty of internal spacing
aven when the outer layers shrank under cold mission
conditions. Only in the rather complex sectlon near the
SIM Interface was ¢ * shown 1o be as high as 0.12.

Model ¢orrelation required some additional detail in the
enclosure surrounding the HRMA, and an update of
thermal mass values to include assembly hardware and
olactrical harness. With local detall In MLI parformance
variation, the correlated model corresponded well to test
data. Flight predictions with the correlated model showed
total thermal control power to be well within misslon
capability for all phases.

Some of the most Interesting results came from the
computer-driven active control system, and both
advantages and disadvantages were obsarved. On the
positive side, set points and deadbands were identitied
for adjustment to Improve performance, control authorlty
and power balance between control zones. This would
not have been possible for the fully-Integrated flight
payload had the parameters been determined by hard-
ware. But logic errors were observed that occaslonaily
left heaters switched on In an uncontrolled manner when
swliching betwsen modes in a system unrelated to
thermal control. Had this not been seen in tost where
operation was closely watched, sarlous mission
consequences could have resulted In parlods when the
observatory Is out of contact with a ground station.

HRMA mount heater zone deadband was reduced from

0.1°C to 0.06°C to reduce heater ovarshoot In these
regions. To reduce heater overshaot within the optical
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bench, all deadbands were reduced from -0.8°C to
+0.3°C. Also, the setpoints of two bench heater zones
wara raised from 10°C to 11°C t0 achieve a better power
balance among 8everal zones In that region - a
neighboring zone was running at a relatively high duty
cycle before this change was made. Finally, It was
determined that the OBA aft bulkhead zones were
capable of maintaining a 10°C setpoint, although the
thermal model had shown that these zones could only
maintain a temperature of 8°C prior to testing. As a
result of the test, the setpoint for these zones was raised
to the preferred 10°C and no control problems ware
found at thie temperature.

ON-ORBIT EXPERIENCE

Within the first weeks of operation of the Chandra
Observatory, it was noted that for certain angles of the
Observatory relative to the sun vector, heating was
occurring In the area of the attachment of the SIM to the
OBA. For the first days of the on-orbit checkout, the sun
was directly perpendicular to the axis of the telescope.
The unusual heating was tirst noted during a maneuver
where the sun fell on the forward end of the spacecraft
(86 degrees from the optical axig). With this forward
pitch angle, the three flexures that mount the SIM to the
OBA began to warm up markedly. These flaxures are
evenly spaced around the axls of the telsscopa with one
located directly on the sun side. In two reasonably long
pointings of 86 and 55 degrees, the two flaxures on the
shaded slde warmed up 5-6 degreas C, while the sun-
side flaxure warmed between 12 and 15 degrees.

Durlng observalory thermal-vacuum test setup, an
examination of the SIM/OBA interface revealed a
substantial annular gap in the MLI insulation between the

Figure 4: Gap at SIM/OBA Intertace
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OBA and the overhanging extenslion of the SIM module
called the Thermal Skirt (Figure 4). A mechanical gap
haers Is necessary to accommadate the fogus motion of
the telescope, although the gap was quite large
(1-1.26cm). The OBA MLI, with its silver-Teflon outer
layar, extends Inside the annulus, and provides a near
doubling of the effective area of the opening due to its
low solar absorptance and moderate specularity. We
ostimated that more than 50 Watts of power are
absorbed through this gap, whils only about 9 Watts are
radlated. This resuits In a net increase in power to this
area of tha SIM that is substantlal relative to the applied
heater power in the same reglon. Other possibillties,
such ag reflacted sun from the +X face of the SIM, were
considered but diamlssad as unllkely to produce such
large changes. A test was run at the minimum pitch (45
degrees) 1o westablish the maximum equliibrium
temparature, which was 25C for the sun-side flexure.

The pre-launch setpoint temperature for the tiexures was
at 10C. Since the equillbrium temperature for the sun-
side flexure would exceed this value for most pitch
angles less than 90 degrees, tests were run to evaluate
the feasibility of setting the control point to a higher value
to maintaln control margin at all pitch angles, In the Initlal
test, the control point was set to 25C, since the feedback
thermistor's maximum readout temperature was limited
to 25C due to on-board software. During this test it was
noted that although the flexures were being maintained
at tamperature, the motion of the SIM, as measured by
the aspect system, was relatively rapid and “noisy.” This
was traced to the cycling of the flexure heaters and the
fact that, with slightly different but simlilar duty cycles, at
centain times the motions produced by thermal
expansion of the flexures during heating reinforced and
produced relatlvaly rapid motions. This was compared to
the uncontrolled periods, whers the total of the SIM was
much greater but manitested as a slow drift, a simpler
motion easily corrected In posi-facto image processing.
This has been adopted as the operational acheme,

ACIS FOCAL PLANE/RADIATOR TEMPERATURE

The ACIS Is a CCD-based X-ray detector with 13 CCD
devices in two arrays forming the heart of the detector
assembly. To maintain the low background noise levels
required for this instrument and prevent unnecessary
radiation damage, the detactor I8 coupied to a cold
radlator located on the anti-sun side of the SIM. This
radiator, connectad directly to the foca! plane devices,
typlcally runs at -126C, allowing the CCDs to achieve an
operating temperature of -120C.

The only signiticant deviation from the expected
performance of Chandra Observatory as a whole has
been an unanticipated level of radiation damage to the
ACIS detector. This damage has been checked by
procedural changes for Chandra's passages through the
magnetosphars near orbit parigee, but to minimize the
effsct of this damage on the Imaging performance, the
focal plane is now belng controlled at the lowest possible
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setpoint temperatura. This has stressed the radiator
capabilities, particularly during the period near orbit
perigea. During these perigee passes, the spacecraft is
orignted with the radlator pointed away from the sun, and

the pltch set to minjmize gravily gradient and congequent .

momentum effects. Under these constraints, the radiator
begins to point directly toward the earth during certain
geasons, and eanh IR causes a signiflcant rise In the
radlator (and focal plane) temperature. Flgure 5 shows
the radiator temperature for the first nine months of the
mission. 1t can be seen that spikes in the radiator
temparature occur every orbit (a 2.5-day period for this
highly-elliptical orbit of 140,000km apogee). These
spikes weare large in the early days of the mission,
decreasing to a minimum around day 150, when thes
orbital major axls is sunward so that the radiatar points
away from the earth near perigas. The satpoint was
lawerad aroynd day 190 to allow the focal plane to run at
minimum temperature. .

The focal plane temperature rise has not yet Impacted
observing time because observatlons are conducted only
above 65000km.. But as the radlator performance
degrades over mission life, it I8 expected that the
recovary to temperature control will extend beyond the
non-obsarving periods. It would be beneficial from the
thermal perspective to point the radiators as far away
from earth as possible during these periods; the impact
on spacacraft operations will be investigated.

CONCLUSIONS

The complexity of a space misslon as sophisticated as
Chandra, with contributions from many institutions and
corporations, rendered the textbook step-by-step
process of thermal design and vaerification impossible.
We have detailed many of the compromisas that were
needed: early development tests that ultimately
constituted vyerificatlon of a deslgn elemant; integrating
and testing together items that would usually be tesled
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Figure 5: ACIS Cold Radiator Temperature (270 days)
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saparately. But no critical elemant or plece of equipment
went unverlfled, and we continually focusad on erring on
the side of limiting misslon risk.

Wa were fortunate o have two companies and a NASA
center that had worked together two decades earlier on
the progenitor of Chandra, the Einsteln Observatory. The
personnel of the science and engineering team at the
Center for Astrophysics had designed key elements of
that mission; its herltage was incorporated in the most
critical thermal design areas, particularly the HRMA. And
we credit much of the successtul pertorm-ance of the
MLI system to lessons leamed by that team on the
unrelated but contemporaneous SWAS mission. [3]

In specific technical areas thare ware few surprises. We
note the SIM heater failures as an axample of a legiti-
mate concern - ditterantial expansion of heater and low-
expansivity substrale — leading to an apparent design
golution adopted without adequate testing. Computer
control of active thermal controi loops Is seen more often
In recent migsion designs, but the software/hardware
implameantation seems to be reinvented with each, and
thus fails to Incorporate the heritage of established
technology in the same way that thermo-mechanical and
elactronic control elements do.

Performance of the Chandra thermal control system
post-launch has been nearly flawless. Only one anomaly,
related to behavior of a thermal ¢loseout between malor
system modules when sunilt at some orientations, has
produced some minor operational restrictions. We have
seen geasonal effects of the perigee passes on the cold
radiator for the CCD camera, but do not have a full year
of data to evaluate them at this writing.
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